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Overview

Frequency Band
NFC 13.56MHz

Chip
NTAG424DNA

Antenna Dimensions
D22mm/D0.87inch

International Standard
ISO/IEC 14443A

Applications
Advanced Anti-Counterfeiting
Asset & Document Tracking
Secure Authentication
Smart Packaging

Technical Features

Model OS21291 OS233853

Delivery Format Dry Inlay Label

Memory 416Bytes 416Bytes

User Memory 128Bytes 128Bytes

Die-cut Dimension - D25mm

Inlay Substrate 50um PET 50um PET

Standard Pitch 28.787mm 28.787mm

WebWidth 35mm 35mm

Core Size 76.2mm/3inch 76.2mm/3inch

Quantity / Reel 10000±300Pcs/Reel 2500±2Pcs/Reel

Operating
Temperature

-20℃ to +50℃ （20% to 80%RH）

Remarks Other size can be customized.

This circle antenna represents an excellent option which is
suitable for Garment, Advanced Anti-Counterfeiting, Asset &
Document Tracking, Secure Authentication, Smart Packaging, or
any other NFC applications, etc.

The NTAG424DNA chip integrates AES-128 encryption, SUN
dynamic authentication and tamper-proof detection, meeting
the requirements for security certification and ensuring the
security of dynamic data storage.

OSRFID has an in-house R&D team well equipped with state of
art Lab equipment which can customize a suitable label for
your real-world applications.
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