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Overview

Frequency Band
860MHz-960MHz

Chip
NXP UCODE9

Antenna Dimensions
30x50mm/1.181*1.969 inch

International Standard
ISO/IEC 18000-63 Type C

Applications
Apparel&Garments

Technical Features

Model OS31887 OS35044

Delivery Format Dry Inlay Label

EPC Memory 96Bits 96Bits

User Memory 0Bits 0Bits

Die-cut Dimension - 52*32mm

Inlay Substrate 67um Polyester 67um Polyester

Standard Pitch 35.983mm 37.2341mm

WebWidth 63mm 64mm

Core Size 76.2mm/3inch 76.2mm/3inch

Quantity / Reel 10000±300Pcs/Reel 2500±2Pcs/Reel

Operating
Temperature

-20℃ to +50℃ （20% to 80%RH）

Remarks Other size can be customized.

This antenna is designed&developed for Apparel applications.

Compared to traditional RFID care label, OSRFID fabric soft
label is more soft&skin friendly. Its antenna is made of soft
fabric in instead of PET. It is ECO friendly. Its softness and
elegance can improve customer experience then add value to
the apparel brand.

RFID technology helps the fashion industry brands to achieve
transparency, efficiency, self check-out and loss prevention in
whole supply chain.
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Sensitivity

Read Range

All graphs are indicative: performance in real life applications may vary.

Orientation sensitivity

Sensitivity&Read Rang Test power：4W EIRP

For countries that allow 2W ERP, please reduce the result by 11%

http://www.osrfidglobal.com

